Crane
Terex T335-1
94' Main Boom at 60.4"
49' Fixed Jib (15" offset)
Base: 100% Outriggers
Counterweight: 2,000 lbs
77' Lift Radius (360°)
Crane Capacity at 77" = 2,600 lbs

Load
Total Load 350 lbs
13% of capacity

(630) 972-9199
Not issued for construction. For pre-planning only.
Crane
Terex T335-1
94' Main Boom at 60.4'
49' Fixed Jib (15' offset)
Base: 100% Outriggers
Counterweight: 2,000 lbs
77' Lift Radius (360°)
Crane Capacity at 77' = 2,600 lbs

Load
Total Load 350 lbs
13% of capacity

(630) 972-9199
Not issued for construction. For pre-planning only.

Title          Lift Plan
Project        AMS Mechanical - Harper College
Customer       AMS Mechanical
Description    1200 W Algonquin Road, Palatine, IL 60067
Drawn By       Kevin Walsh

Created with 3D Lift Plan www.3dliftplan.com

Grid: 10' x 10'

https://www.3dliftplan.com/Print/LiftPlan.aspx
Load Chart

Project: AMS Mechanical - Harper College
Customer: AMS Mechanical
Description: 1200 W Algonquin Road, Palatine, IL 60067

Terex T335-1

<table>
<thead>
<tr>
<th>Boom Section Percentages</th>
<th>Boom Length (ft)</th>
<th>Boom Angle</th>
<th>Jib Length (ft)</th>
<th>Jib Offset</th>
<th>Tip Height (ft)</th>
<th>Lift Radius (ft)</th>
<th>Capacity (lbs)</th>
</tr>
</thead>
<tbody>
<tr>
<td>100-100-100</td>
<td>94</td>
<td>75°</td>
<td>49</td>
<td>15°</td>
<td>138</td>
<td>55</td>
<td>3,400</td>
</tr>
<tr>
<td>100-100-100</td>
<td>94</td>
<td>73°</td>
<td>49</td>
<td>15°</td>
<td>136.1</td>
<td>59</td>
<td>3,300</td>
</tr>
<tr>
<td>100-100-100</td>
<td>94</td>
<td>71°</td>
<td>49</td>
<td>15°</td>
<td>133.5</td>
<td>64</td>
<td>3,200</td>
</tr>
<tr>
<td>100-100-100</td>
<td>94</td>
<td>68°</td>
<td>49</td>
<td>15°</td>
<td>130</td>
<td>70</td>
<td>3,000</td>
</tr>
<tr>
<td>100-100-100</td>
<td>94</td>
<td>65°</td>
<td>49</td>
<td>15°</td>
<td>126.2</td>
<td>76</td>
<td>2,900</td>
</tr>
<tr>
<td><strong>100-100-100</strong></td>
<td><strong>94</strong></td>
<td><strong>62°</strong></td>
<td><strong>49</strong></td>
<td><strong>15°</strong></td>
<td><strong>122.6</strong></td>
<td><strong>81</strong></td>
<td><strong>2,600</strong></td>
</tr>
<tr>
<td>100-100-100</td>
<td>94</td>
<td>59°</td>
<td>49</td>
<td>15°</td>
<td>118.7</td>
<td>86</td>
<td>2,100</td>
</tr>
<tr>
<td>100-100-100</td>
<td>94</td>
<td>55°</td>
<td>49</td>
<td>15°</td>
<td>112.7</td>
<td>93</td>
<td>1,500</td>
</tr>
<tr>
<td>100-100-100</td>
<td>94</td>
<td>51°</td>
<td>49</td>
<td>15°</td>
<td>106.7</td>
<td>99</td>
<td>1,100</td>
</tr>
<tr>
<td>100-100-100</td>
<td>94</td>
<td>47°</td>
<td>49</td>
<td>15°</td>
<td>98.9</td>
<td>106</td>
<td>700</td>
</tr>
</tbody>
</table>

This data is for reference use only. Operator must refer to in-cab charts to determine allowable lifting capacities.

https://www.3dliftplan.com/Print/PrintLoadChart.aspx